,am EROSION PREVENTION AND SEDIMENT CONTROL (EPSC)
=
MONTCGOMERY PLAN FOR SMALL LOTS DISTURBING <1 ACRE

COUNTY

TENNESSEE

Application No.

Locate the most appropriate Erosion Prevention and Sediment Control plan from the next page of this form is option
, or a combination of options &

Montgomery County requires all new land development to establish water quality buffers along all water features
(streams, wetlands, ponds, etc.) and karst features. More information on water quality buffers can be found in the
Stormwater Management Regulations, Section 8.

Are water quality buffers required on this site? O Yes O No - If water quality buffers are required, indicate by
drawing the water feature and the associated buffer on the option chosen on the next page of this form

PERSON(S) AND FIRM(S) WHO ARE RESPONSIBLE PARTIES
FOR THIS LAND DISTURBING ACTIVITY

Applicant Name/Address/Phone/Email:

EPSC Contact Name/ Phone/ Email:

Subdivision Name/Lot #s:

TDEC Permit Tracking Number (or Application Date):

(If TDEC Permit Tracking Number is N/A) Lot Size/Acreage

The Montgomery County Stormwater Management Regulations require that anyone conducting land disturbing
activity must prevent sediment from leaving the site. Land disturbing activity means any activities that modify or
remove natural or manmade ground cover and result in soil being dislocated from its natural location.

YOU MUST INSTALL EPSC MEASURES BEFORE BEGINNING CONSTRUCTION. Failure to install and
maintain EPSC measures may result in violations, stop work orders and fines. It is the responsibility of the applicant
to obtain other relevant permits (TDEC, USCOE, USEPA, etc.) before beginning construction. Failure to submit a
TDEC Permit Tracking Number within 30 days may result in a stop work order for the permitted site.

The undersigned hereby certifies that he/she has read this form in its entirety and is aware of the stated requirements
of the Stormwater Management Regulations. The owner must comply with all regulations and policies of the
Montgomery County Stormwater Management Program.

Applicant’s Signature Applicant’s Printed Name Date
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EROSION PREVENTION & SEDIMENTATION CONTROL (EPSC)
PLAN OPTIONS FOR BUILDING PERMITS

Identify one or any combination of lefters for the EPSC schematic that best describes the
ff Options A-F do not adequately reflect site

INSTRUCTIONS:
measures that will be used on this property during construction.
conditions, add flow lines and EPSC measures to Option G, as appropriate.
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- If Options A-F do not adequately reflect site conditions,
Option G add flow lines and EPSC measures to Option G, as appropriate.
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